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B” (TYP FOR EACH ADDITIVE PORT)

QTY OF PORTS PER MODEL NO.

MODEL NUMBER

S-_P —_4 —_3

MATERIAL 4

SPOOL DIAMETER

NUMBER OF PORTS

SYMBOL MATERIAL RATING
C EPOXY LINED CARBON STEEL | 260 PSIG/200°F
D DUCTILE IRON 250 PSIG/200°F
S STAINLESS STEEL 240 PSIG/200°F
F FIBERGLASS 100 PSIG/165°F
P PVC 150 PSIG/100°F

TABULATION BLOCK

LINE . TYPICAL . -
ﬁlgg B F’SFSTT iLZ)E A" LENGTH (in)
1 PORT [ 2 PORT [ 3 PORT [ 4 PORT [ 5 PORT [ 6 PORT
1 4 1/4 8 12 16 20 24 28
1-1/2"| 4 1/4 8 12 16 20 24 28
2 5 1/2 10 15 20 25 30 35
2-1/2" 6 1/2 12 18 24 30 36 42
3 6 3/4 12 18 24 30 36 42
4 6 3/4 12 18 24 30 36 42
6 6 3/4 16 24 32 40 48 56
8 8 3/4 16 24 32 40 48 56
10 8 3/4 16 24 32 40 48 56
12 10 3/4 20 30 40 50 60 70
14 10 1 20 30 40 50 60 70
16 12 1 24 36 48 60 72 84
18 12 1 24 36 48 60 72 84
20 12 1 24 36 48 60 72 84
24 12 1 24 36 48 60 72 84

ALL DIMENSIONS ARE IN INCHES

CUSTOM SIZES AND CUSTOM PORT ARRANGEMENTS AVAILABLE. CALL FACTORY FOR PART NUMBERS

SPOOL: CARBON STEEL — EPOXY LINED FOR CHEMICAL RESISTANCE —SCHED 40 UP TO 10" DIA., SCHED STD (0.375” WALL) FOR LARGER SIZES
STAINLESS STEEL — 316L S.S STANDARD. 304L S.S. AVAIL. ON REQUEST—SCHED 40 UP TO 10" DIA., SCHED STD (0.375" WALL) FOR LARGER SIZES

P.V.C. — SCHEDULE 80
F.R.P. — 100 PS| RATED FILAMENT WOUND

FLANGES: ANS| B16.5 — 150 LB DRILLING
CARBON STEEL & STAINLESS STEEL — RAISED FACED
P.V.C. — RAISED FACE VANSTONE
F.R.P. — FLAT FACED

UNLESS OTHERWISE SPECIFIED  |PROJECT NO. STANDARD

DIVENSIONS ARE IN INCHES  [DRAWN

DO NOT SCALE DRAWING RT

CHECKED ES

INYO PROCESS

DESIGN APPROVED

MFG. APPROVED

STANDARD INJECTION SPOOL SERIES “IS”

QA APPROVED

SIZE

DRAWING

NO

IS-1000

REV

RELEASE DATE 4—03-07

SCALE NTS WEIGHT

SHEET

1 0F 1




